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Model 03BD LF  |  Bolt-down Stainless Steel Levelling Foot

Material
Stainless steel 303

Rod material
Stainless steel 304

Options
Many more base and rod size combinations available on request. 
Add a Model 01 ASP Anti Slip Plate to provide extra grip and 
anti-vibration.

Part No. A B C D Thread 
size

Thread 
length 
(mm)

Max load 
(kg)

15689S 60 26 40 9 M12 100 750

15690Z 60 26 40 9 M12 150 750

15691V 80 26 55 9 M12 150 750

15692R 80 26 55 9 M16 100 1400

15693Y 100 26 74 9 M16 100 1400

15694U 100 29 74 9 M20 150 2400

15695Q 120 29 94 9 M20 150 2400

12696X 120 29 94 9 M24 100 3500
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Model 04 LF  |  Rigid Adjustable Levelling Foot

Material
Polypropylene

Standard colour
Black

Finish
Matt

Thread material
Zinc plated steel

Part No. A B Thread size Thread length (mm)

15145Q 25 13.5 M8 15

15146X 25 13.5 M8 24

15148P 38 16 M8 24

15149W 38 16 M8 38
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Model 05 LF  |  Rigid Adjustable Levelling Foot with Hex Base

Material
Polypropylene

Standard colour
Black

Finish
Matt

Thread material
Zinc plated steel

Part No. A B Thread size Thread length (mm)

15147T 34 12 M8 38



+44 (0) 117 916 0090 / sales@rencol.com / www.rencol.com16 | A04.1 | Levelling Feet & Threaded Bushes

Model 01 ASP  |  TPE Rubber Anti Slip Plate

Material
TPE Rubber

Properties
Anti-slip and anti vibration. Water and oil resistant.

Type
With or without bolt down holes.

A

B 

Part No. A B With holes Use with

8078V 30 7 No Plastic Bases

8077Z 40 7 No Plastic Bases

8076S 45 7 No Plastic Bases

8075W 50 7 No Plastic Bases

8074P 60 7 No Plastic Bases

8073T 80 7 No Plastic Bases

11361X 100 7 No Plastic Bases

11362T 120 7 No Plastic Bases

11360Q 60 7 Yes Plastic Bases

8072X 80 7 Yes Plastic Bases

8071Q 100 7 Yes Plastic Bases

8070U 120 7 Yes Plastic Bases

12894S 30 7 No Metal Bases

12897R 60 7 No Metal Bases

12898Y 80 7 No Metal Bases

12900Q 100 7 Yes Metal Bases

12901X 120 7 Yes Metal Bases
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Notes
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Notes
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Diverse manufacturing capabilities and experienced on-site 
technical personnel allows Rencol Components to offer a wide 
range of product modifications and custom product solutions. 
We regularly adapt standard components or manufacture custom 
products to suit our customers’ specific requirements. New 
tooling can be produced quickly and cost effectively with a typical 
MOQ of just 500 pieces. 

Manufacturing Processes
Plastic & Metal Injection Moulding / Die casting / Machining / 
Forging / Stamping / Rapid Prototyping / 3D Printing

Modifications & Custom Options
Thread size & length / RAL Colours / Engraving / Pad-Printing & 
Screen-Printing / TPE Over mould / Materials / Finishes / Logos

Modifications & Custom Components
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Company No. 07043676© Rencol Components Ltd.

Head Office (UK):
Unit 2 Avonbridge Trading Estate

Atlantic Road
Avonmouth

Bristol BS11 9QD
United Kingdom

Tel: +44 (0) 117 916 0090
Fax: +44 (0) 117 982 2235

Email: sales@rencol.com
Website: www.rencol.com 

Office opening hours: 
Monday to Friday

 8.30 AM to 5.00 PM (GMT)


